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ABSTRACT

This paper presents recent work on devel oping methods
for analyzing radiation heat transfer between diffuse-
gray surfaces using p-version finite elements. The work
was motivated by a thermal analysis of a High Speed
Civil Transport (HSCT) wing structure which showed
the importance of radiation heat transfer throughout the
structure. The analysis also showed that refining the
finite element mesh to accurately capture the
temperature distribution on the internal structure led to
very large meshes with unacceptably long execution
times.

Traditional methods for calculating surface-to-surface
radiation are based on assumptions that are not
appropriate for p-version finite elements. Two methods
for determining internal radiation heat transfer are
developed for one and two-dimensional p-version finite
elements. In the first method, higher-order elements are
divided into a number of sub-elements. Traditional
methods are used to determine radiation heat flux along
each sub-element and then mapped back to the parent
element. In the second method, the radiation heat
transfer equations are numerically integrated over the
higher-order element. Comparisons with analytical
solutions show that the integration scheme is generally
more accurate than the sub-element method.
Comparison to results from traditional finite elements
shows that significant reduction in the number of
elementsin the mesh is possible using higher-order (p-
version) finite elements.

INTRODUCTION

Background

One of NASA’s main goalsisto provide the United
States' Aeronautics Industry with the technology it
needs to lead the international aerospace industry into
the next century. This includes developing enabling
technologies, one of which isto “provide next-
generation design tools and experimental aircraft to
increase design confidence, and cut the development
cycletimefor aircraft in half.”[1] This paper presents
initial work on one of these tools, methods for accurate
thermal analysis of aircraft structures. The goal of this
work isto enable thermal analysis of large-scale
components or full aerospace vehicles on amid-level
workstation.

NASA sponsored several projects aimed at reducing
barriers to commercially viable high-speed civil and
space transportation. The High Speed Research (HSR)
Program had a goal “of reducing the travel time to the
Far East and Europe by 50 percent within 20 years, and
to do so at today’ s subsonic ticket prices.”[1] These
aircraft will experience higher in-flight temperatures
due to the increased rate of aerodynamic heating
associated with high-speed flight. The Reusable
Launch Vehicle (RLV) program’s goal of “reducing the
payload cost to low-Earth orbit by an additional order
of magnitude” [1] challenges designers to come up with
both materials and structural concepts that can
withstand the reentry environment while minimizing
the weight of the vehicle. RLV designs are single-
stage-to-orbit vehicles that use cryogenic propellant.
The propellant tanks are an integral part of the vehicle
structure, which, in addition to holding the cryogenic
fuel, must withstand the elevated temperatures

Copyright © 2000 by the American Institute of Aeronautics and Astronautics, Inc. No copyright is asserted in the United States under Title 17,
U.S. Code. The U.S. Government has aroyalty-free license to exercise all rights under the copyright claimed herein for Governmental purposes.

All other rights are reserved by the copyright owner.

American Institute of Aeronautics and Astronautics



associated with the reentry. In addition, these materials
must also withstand the thermal and structural cycling
of repeated flights. Many of the materialsthat can
withstand the elevated temperatures of high-speed flight
do not have high thermal conductivity to efficiently
dissipate the heat throughout a structure. Thus other
modes of heat transfer, radiation in particular, become
more significant.[2] The importance of radiation heat
transfer as well as the difficulty involved in its
modeling was demonstrated by Ko et al. [2] in their
work on the Space Shuttle thermal analysis. These
issues are directly applicable to the design of high-
speed commercia aircraft aswell asthe RLV.

NASA’s Space Program also has an interest in
improved methodol ogies for radiation heat transfer.
Besides the access to space issue mentioned above,
radiation is a dominate mode of hesat transfer in most
orbiting space structures and satellites. Chinet a. [3]
discuss some of the problems associated with thermal
modeling of spacecraft, and in particular the problems
associated with computation of radiation heat transfer.
One of the problems highlighted in reference 3 isthe
assumption of isothermal, constant radiation heat flux
surfaces used in most radiation computations. This
assumption tends to under-predict the temperature
gradientsin the structure. In addition, the assumption
of constant radiation heat flux over an element may
degrade the accuracy of the calculated temperature field
especially where partial shading (blockage) occurs.

The desire for better tools led to an initial study of the
heat transfer in a High Speed Civil Transport (HSCT)
wing. The study confirmed the significance of radiation
in the heat transfer throughout the vehicle’ s wing
structure. The study also demonstrated the relative
difficulty of such an analysis, especialy when the
ultimate goal isto compute the temperatures throughout
the whole wing without reverting to reduced models. A
summary of this study is given in the following section.

Case Study: High Speed Civil Transport Wing
Thermal Anaysis

As part of the HSR Program at NASA Langley
Research Center (LaRC), athermal analysis of aHSCT
wing was undertaken. The purpose of the analysis was
to determine the capabilities of the methods currently
used for thermal analysis of aerospace structures and
determine what, if any, areas of improvement were
required.

The wing geometry model used for the thermal analysis
isshownin Figure 1. Thewing is approximately 113
feet long at the root and 55 feet wide at the trailing
edge. The wing skin was assumed to be constructed of

2

hat-stiffened corrugated panels made from titanium. To
model the three-dimensional hat-stiffened skin with
two-dimensional elements, equivalent properties
(density, capacitance, and thermal conductivity) were
derived. For simplicity, this construction was also used
for the internal ribs and spars.

A five-hour flight trajectory, representative of a
commercial airline or transport route, was used in the
analysis. The mgjority of the trajectory, 3.8 hours,
consisted of amach 2.4 cruise at an altitude between
60,000 and 70,000 feet. Aerodynamic heating rates
were determined using LANMIN, NASA Langley’s
version of the MINIVER computer code which uses
engineering relations to calculate the agrothermal
heating (or cooling) to surfaces. The heating rates
applied to the upper and lower wing surfaces were
generated by MINIVER for each element in the mesh
using flat plate boundary layer relations based on the
element running length and local flow angle.
MINIVER used inviscid flow relations to obtain the
undisturbed flow conditions behind the bow shock off
the fuselage nose and wing leading edge.

Structural temperatures of the wing throughout the
trajectory were computed using MacNeal -Schwendler
Corporation’s P/Thermal* [4] software on a Silicon
Graphics Workstation with an R4000 CPU, 96 Mbytes
of memory and one Gbyte of disk space. Theinitial
mesh consisted of roughly one element for each
geometry surface shown in Figure 1 resulting in 154
nodes and 237 elements. Solutions obtained for this

! The use of trademarks or names of manufacturersin
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implied, of such products or manufacturers by the
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mesh both with and without internal radiation showed
very little difference in temperature distribution. Note
however that all the nodesin this model are located on
the wing surfaces (at the intersections of the linesin
Figure 1) where the heat transfer is dominated by the
aerodynamic heating. Thusall the computed
temperatures respond very quickly to changesin the
aerodynamic heating rates. The lack of nodes along the
internal structure, where temperatures are not directly
affected by the aerodynamic heating and thus respond
dower, resultsin amisleading temperature distribution
for the wing structure.

z X
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Figure2: HSCT wing, refined mesh and
temperatur e contours (Temperaturesin °F).

A second analysis was performed with a mesh refined
to have elements with edge lengths of 18 inches on both
the internal structure and wing surfaces. This mesh size
was driven by the desire to have at |east two elements
across the height of the internal structure while keeping
the overall size of the model within reason. The mesh,
which consisted of 3624 nodes and 4037 elements, is
shown in Figure 2 overlaid on a contour plot of the
lower surface temperature at the beginning of cruise.
The solution shown in Figure 2 did not include internal
radiation heat transfer because the view factor
calculation never ran to completion. Itisalso
interesting to note that the view factor computation
required over 600 Mbytes of disk space before
crashing! Neglecting internal radiation resulted in a
peak internal temperature of less than 150°F and a
temperature gradient of 220°F across the internal
structure at the beginning of cruise. Thelarge
temperature difference between the external and
internal structures raises the possibility of significant
radiation exchange.

The problems with the view factor calculation as well
as the desire to get a more detailed temperature
distribution for the internal structure led to the
development of awing box model. This model allowed

for amore detailed analysis of a smaller section of the
wing, in this case a box defined by adjacent ribs and
spars and the corresponding upper and lower surface
sections. Solid elements with equivalent properties
were used for all sides of the box so that temperature
gradients through the thickness of the panels could be
determined in addition to the effects of internal
radiation. The finite element mesh used for the wing
box thermal analysisis shown in Figure 3.

Nt ]

T

Figure 3: Finite element mesh used for the thermal
analysis of awing box (Note node 957 islocated on
the lower wing surface).

The model was first run without internal radiation and
the transient temperature response of the nodes labeled
in Figure 3 are shown in Figure 4. Internal radiation
was added for the next run and the results are shown in
Figure 5. Thesefigures clearly show the significant
impact of internal radiation heat transfer on the
temperatures of the internal wing structure. Ko et al.
have a so shown the importance of internal radiation in
their work on the Space Shuttle[2]. Their results for the
in-plane temperature distributions for the upper and
lower surfaces suggest that higher order basis functions
might be well suited to this application. This behavior
coupled with the difficulties encountered using
traditional methods lead to the idea of applying
hierarchical p-version elements to radiation heat
transfer in enclosures.
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Figure4: Transient temperaturesfor wing box
model with no internal radiation.
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Figure5: Transient temperaturesfor wing box
model with internal radiation.

FINITEELEMENT FORMULATION

The finite element method and its application to thermal
problemsiswell established. For the interested reader,
Huebner et al. [5] provides a detailed formulation of the
problem. Hereit will simply be noted that the approach
begins by subdividing the problem region into elements
and approximating the temperature in each element
with some function in the form of

z[i Ni %y, z)'I'i t)
i=1

T@xy,2t) = M

where N; are interpolation functions and T; nodal
guantities related to the temperature at timet. The
corresponding finite element equations can be written
(see[3]):
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with r, c,, and k being the material density, specific
heat, and thermal conductivity, respectively. Boundary
conditions included in the above definitions are:
specified heat flux gs on surface S;, convection on
surface S, with a convection coefficient h and afluid
temperature Ty, and net radiation heat flux g, on surface
S;. Q represents any heat source or sink in the material.

In general, any given element in the solution domain
will not have al of the above terms. For example, only
elements on the surface of the domain will have the
terms associated with the boundary conditions, and
even then they will only have the terms associated with
the boundary conditions that apply to the element. The
terms are calculated individually for each element in the
domain and then assembled into a global system of
equations using traditional finite element techniques

5.

Traditional methods for determining the radiation heat
transfer flux g, are based on the assumptions that
surfaces are isothermal and the incident radiant heat
fluxes on them are uniform. Theisothermal surface
assumption is inconsistent with finite-element
formulation since the temperature over the element
varies according to its shape function. To minimize the
error introduced by this assumption, the mesh size must
be controlled to limit the temperature variation over an
element surface. This can lead to alarge number of
elements for structures with large temperature variation
throughout. View factors will have to be computed
between all of these surfaces, a process that requires N?
computations for N elements. Also, since radiation
links surfaces throughout a structure, matrices are no
longer sparse as they are with conduction problems.
Thus mesh refinement in aradiation heat transfer
problem can quickly become overwhelming as
demonstrated in the case study. In addition, Lobo and
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Emery [6] report that with intense radiation heat fluxes,
methods employing low-order basis functions can
produce erroneous results.

An aternative to mesh refinement (h-refinement) isto
increase the order of the basis functionsin the finite-
element formulation (p-refinement). In afollow-up
report to their earlier work (cited above), Lobo and
Emery [7] demonstrate that the errors occurring under
intense radiation heat flux conditions are due to the
violation of the Discrete Maximum Principle. They
show that one way to alleviate this problem isto use
higher-order basis functions along the surfaces of
radiating elements. Surana et al.[8] have demonstrated
the effectiveness of p-version finite element methods
for conduction problems, but they do not include
radiation. Kuppurao and Derby [9] use linear and
guadratic basis functions for pure radiation problems
arising in crystal growth systems, and develop several
methods which do not rely upon the isothermal
assumption. Thiswork takesadlightly different
approach to implementing higher-order basis functions
and presents results for test problems representative of
the wing box analysis.

RADIATION HEAT TRANSFER WITH
HIGHER ORDER ELEMENTS

Fundamental to the accurate implementation of the p-
method in heat transfer problems with enclosure
radiation is the accurate computation of the radiant heat
flux g, and it’ s variation, over asurface. The
governing equations for the radiant heat flux are of
integral form. By assuming the surfaces are isothermal
with uniform radiant heat fluxes, these integral
equations can be separated into a set of integral
geometry equations (view factors) and net radiation
equations (algebraic set of equations). Forgoing these
assumptions leaves a set of simultaneous integral
equations that must be solved. Daurelleet al. [10, 11]
shows that solving the set of integral equations leadsto
more accurate results even when using linear basis
functions for the temperature field. Their work
indicates that the set of integral equationsis slower to
solve for a given mesh; however, for a given accuracy
the set of integral equationsistwice asfast asthe
traditional approach using the isothermal surface with
uniform radiant heat flux assumptions. Two methods
are developed here: the Radiation Sub-Element method,
which takes advantage of the well-devel oped traditional
methods; and the more accurate Integration method,
which solves a set of integral equations.

5

Radiation Sub-Elements (RSE)

The Radiation Sub-Element approach is the ssimplest
and most straightforward technique to implement
variable surface radiation. Any code that can currently
handle surface-to-surface radiation can implement this
procedure without major modifications. This approach
breaks the radiation elements into sub-elements for the
surface to surface radiation exchange problem. These
radiation sub-elements are then treated in the classica
approach, i.e. assume that they are isothermal and then
calculate view factors and absorbed heat fluxes. The
sub-element absorbed heat fluxes are then transferred
back to the parent element generating a variable
radiation heat flux along the element. Several different
methods to approximate the varying heat load on the
element have been investigated.

A one-dimensional problem was used to determine how
accurately the absorbed heat flux should be model ed.
The energy equation for one-dimensional heat
conduction in arod with an applied heat flux oP is:
d’T _
kA o g*(x)S
where

k isthe thermal conductivity, A isthe cross sectional
area of therod, Sisthe rod's surface area, and g° isthe
variable heat flux expressed as a polynomial in x.
Integrating twice gives the general solution:

T(X) = % an’ (x)dxdx+cx+c,

The point of interest here is that the temperature
solution is a polynomial of order p + 2, that is, itis2
orders higher than the polynomial describing g.
Applying this to finite element analysis, given a shape
function of order m for the temperature distribution
along arod element, the radiation heat flux should be
calculated to an order of m- 2.

Five methods to transform the discrete heat fluxes on
the radiation sub-elements to a continuous function on
their parent element were investigated. Two two-
dimensional test problems with one-dimensional
elements were solved using sixth order polynomials for
temperature interpolation function on the elements.
The radiation load vectors were calculated to fourth
order. Thisrequired dividing each element into five
radiation sub-elements yielding five absorbed heat
fluxes for each parent element. These five heat fluxes
were then integrated (numerically) with the shape
functions to generate the radiation load vector {R} in
equation 2.
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The first method models the heat flux along the element
asastep function. Thisis consistent with the method
used for generating the heat fluxes (the classical
approach assumes the incident radiation to be constant
along a surface). However, incident radiation does not
typically vary in this fashion, rather it isusually a
smooth function which may have significant variation
depending on the geometry involved. (And if higher
order elements are being used for the analysis, there
probably are large variations along the element.)

The second method approximated the heat flux by
linearly interpolating between the five heat flux values.
The heat fluxes were placed at their sub-element
centroid for the interpolation process. This method
interpol ates between two values when possible,
otherwise the closest valueis used. Values outside of
two element centroids (i.e., near the open ends of the
surface) are assigned the same value as the element
centroid.

A simple extension of the interpolation method is the
interpolation/extrapolation method. Asthe name
implies, this method simply extrapolates the local heat
flux value when interpolation is not possible. While
this method may |ead to more accurate solutions in
many problems, it may also lead to problemsif the
extrapolated values become unrealistic.

To improve the absorbed radiation heat flux
approximation a fourth order curve fit was implemented
next. Thefive heat fluxes were located at their sub-
element centroid, and a fourth order polynomial was fit
to the points.

Thefinal radiation heat flux approach uses cubic
splines. Once again the question arises as to how to
best extrapolate the data when interpolation is not
possible (i.e. near the end points of an element). Three
extrapolation methods for the cubic spline were
investigated. Thefirst approach, also called a natural
cubic spline, sets the second derivative of the curve to
zero at the end points. Thistranglatesto alinear
extrapolation of the heat flux values and yielded the
poorest results. The second method extrapolated the
data based on a constant second derivative. This
significantly improved the results. The third method
allowsfor afully cubic curve at the end pointsand is
based on alinearly extrapolated second derivative. This
proved to be the most accurate of all the RSE methods,
and while no problems were encountered in testing, it
still extrapolates data and therefore is susceptible to the
problems associated with such operations.

Integration Method (IM)

Regardless of the approach used in the RSE method to
approximate the radiation heat flux on an element, the
approximation is based on data from the traditional
calculation procedures. While this makes
implementation simple, it still suffers from the
assumptions used in devel oping the traditional
approaches, namely the uniform temperature and
uniform incident radiation assumptions (albeit they are
made on sub-elements).

To study the problem without making the above
assumptions consider an element k that is part of an
enclosure of N elements. A heat balance at the point X
onelementkis:

qk(xk):Hk(Xk)- Jk(xk) (3)

where

H, (x)=esT (%) +1,3,(%) (4)
dAJ, (%) =4 oM, (X )dF, , (x,,%,)dA
=1l A

Thislast equation can be simplified by applying the
reciprocity relation
dA dF, , =dA dF

k- dj

togive

Z

J.(x)= ja::m? Hj(xj)dde- d (Xj’xk)
]

Substituting this expression into equation 3 gives:
N
o (Xk) = Hk(Xk) - a d_| i (Xj )dde-dj (Xj'Xk) (5)
=LA

Equations 3 and 4 can be combined to eliminate the
surface irradiation term yielding:

4 1-e
Hk(xk) =STk (Xk)_ e : qk(xk)

k

which can then be substituted back into equation 5 for
Hy and H; (with the subscript changed from k to j) to
give

o (Xk) =S-|—k4(xk)_

k

Qo=

. 1- €
E[STJ’ (Xi )- qu (Xj )]dde-dj (Xj %) (6)

Iy

This equation relates the net surface heat flux to the
surface temperatures. Notethat it isanonlinear integral
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equation and that to calculate the heat flux on surfacek,
the surface heat flux on all other surfaces must be
known in addition to the temperatures of all surfaces
(including surface k). While this might seem a bit more
complex, recall that an iterative solution technique is
generaly required to solve the nonlinear finite element
equations. Thus, the temperatures and heat fluxes from
the previous iteration values can be used on the right
hand side of equation 6.

There are several waysto evaluate equation 6, but
doing it numerically will only give asingle value at
some point X, Thusto obtain afunction gy (%), some
approximation method similar to those shown in the
RSE method is required. But the radiation heat flux is
only used to calculate aload vector {R}, whereitis
multiplied by the element shape function and integrated
over the area of the element. If thisintegration is done
numerically, the heat flux does not need to be a
continuous function; it only needs to be evaluated at the
points defined by the numerical integration scheme.

The approach taken here isto evaluate the radiation
load vectors using Gauss Integration. Thus the heat
flux on an element only need be determined at the
Gauss points along the element. Also, by using the
same integration scheme to evaluate the integralsin
equation 6, no approximating function gy«(x) is
required. The following steps are used to determine the
radiation load vector for this solution method:

1. Initialize unknowns (temperatures and
radiation heat fluxes).

2. Cdculate differential form factors
between Gauss points on all elements.
(Begin iteration)
3. Cdculate radiation heat fluxes at Gauss
points on al elements.

4. Integrate radiation heat fluxes to obtain
radiation heating load vector.

5. Solvefor and update temperatures.

6. Check convergence and repeat iteration if
necessary (go to step 3).

APPLICATION

Two-Dimensional Test Problems

To investigate these techniques, two simple test
problems were developed. The test problemsinvolve
two one-dimensional elementsin radiative equilibrium.
Thefirst test problem, shown in Figure 6, represents
heat transfer in the corner of arectangular enclosure.

7

The two elements are oriented at right angles with each
other and share a common end point location (thereisa
separate node at this location for each element). The
vertical element is held at a constant temperature of
1000°R and the horizontal element is allowed to come
to radiative equilibrium. The horizontal element’s
length was set to 5 times the vertical element length in
order to allow areasonable temperature gradient to
develop along the element. Both surfaces were
modeled as black bodies so that an exact solution could
be found.

=T = 1000°R

1

| ;] P X
| 5L 1
Figure 6: Schematic of test problem 1.

The second test problem isshown in Figure 7. This
problem considers two parallel black plates each of
length L separated a distance d apart. Once again the
top plate was held at a constant temperature and the
other plate allowed to come to radiative equilibrium.
Results presented here are for ad/L ratio of 0.1.

, T=1000R
I_ 7
i
| =
L
Figure 7: Schematic of test problem 2.

Results
Radiation Sub-element Method

Results for test problem 1 using the RSE methods are
shown in Figure 8. Results for all the methods of
approximating the radiation heat loads are shown along
with the exact solution. Although the step function
method is consistent with the isothermal/uniform heat
flux assumption used to generate the heat flux data, the
resulting temperature prediction was poor with the error
approaching 20% at the element end points.

Results of the interpolation method are slightly better
than the step function results; however, both methods
significantly under-predict the peak temperature at x/L
=0. The problem hereisthat theincident heat flux is
rising rapidly (x/L = O corresponds to the corner
location). Both the step function and linear

interpol ation methods model the heat flux as constant in
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this area (step function holds the value constant from
x/L = 0to 0.2, linear interpolation function holds the
value constant from x/L = 0 to 0.1) and thus under-
predict the actual temperature. Extrapolating the data
near the endpointsimproves the results considerably
cutting the error at these locations by approximately
50%. The extrapolated heat flux values still under
predict the actual heat flux values near x/L=0, and over
predict the actual heat flux values near x/L=5.

900
800 \a

700 ¢

—=*— step function — linear interp.

—*— 4th order cf

—*—interp/extrap

—*— cubic spline

600 T

500 T

400

300 + + + +
0 1 2 3 4 5
x/L

Figure8: Resultsfor test problem 1.

The fourth order curve fit gives excellent results over
most of the element; however, thereis a significant
error in the temperature at x/L of 5. This behavior is
due to the nature of the fourth order polynomial defined
by the 5 heat flux values. While the actual radiation
heat flux for this problem continues to decrease slowly
as x/L approaches 5, the polynomial fit begins to
increase here. Several approaches could be
implemented to avoid this problem; however, while
extrapolating the resultsis causing errors at x/L=5, it is
helping yield a better answer at x/L=0. One approach
that would certainly improve the results for this case
would be to subdivide the element into additional
radiation sub-elements and use a curve fit to smooth out
the polynomial. The problem hereis the additional
computations required for the new sub-elements.

Finally, the cubic spline curve fit gave the best overall
results. The results shown in Figure 8 are for the fully
cubic spline. The temperature results show good
agreement over the whole element with the largest
errors occurring near x/L=5.

In general all the approximation methods suffer near the
endpoints, regions where the data must be extrapolated.
These methods may be improved by calculating the
heat flux at the endpoints of the element. Thiswould
require computation of radiation heat fluxes at points,
as opposed to finite surfaces. The traditional methods
used to calculate the heat fluxes on an element would
have to be modified to handle both finite areas as well
as points; however, this complication is only minor and
may well be worth the additional effort. Another

consequence which might prove more significant is that
the interior points would be farther apart (assuming
only 5 points) possibly increasing the approximation
error in the interior of the element.

1020
1000 T —h

V2%
7 —*— step function

— linear interp.
— interp/extrap

/
900 —*— 4th order cf
880 1 —o— cubic spline
g0 exact

840 1

0 0.2 0.4 0.6 0.8 1
x/L

Figure9: Resultsfor test problem 2.

Figure 9 shows the results of these methods applied to
test problem 2 along with the exact solution. The
results are similar to those from test problem 1 with the
cubic spline curve fit method giving the best overall
results. To quantify the overall performance of the
various methods, the following error indicator was
calculated for each method:

. . a (TFE - Texact)
error indicator =4

g é‘ Texactz

where T is the temperature from finite element
calculation, Tegq IS the temperature from the analytical
solution, and i indicates the number of the i"" data point

shown in the figures (total of 21points)

This error indicator is shown in FigurelO for test
problem 1 and in Figure 11 for test problem 2. As
expected the cubic spline curve fit has the lowest error
indicator value.

0.09
0.08 T
0.07 T
0.06 T
0.05 T
0.04 T
0.03 T
0.02 T

001 | l

0

step function linear interp. interp/extrap 4th order cf  cubic spline

Figure 10: Error indicator for test problem 1.
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Figure 11:Error indicator for test problem 2.

Integration Method

The results for test problem 1 using the integration
method are shown in Figure 12. The figure shows
results using a 7 Gauss point integration scheme, which
performs so well that it is difficult to distinguish
between the integration method and the exact solution.
The results for the cubic spline radiation sub-element
method are also included to gage how well the
integration method performs against the best radiation
sub-element method. The integration method has
nearly an order of magnitude reduction in the error
indicator.

900

800 T

700 T . .
— cubic spline

integration method
600 T
—~ exact

500 T

400 T

300
0 1 2 3 4 5
x/L

Figure 12: IM vs. RSE resultsfor test problem 1.

Results for test problem 2 are shown in Figure 13.
Once again results for the cubic spine radiation sub-
element method are included for comparison. Note that
the integration method dlightly over-predicts the
temperature at the center of the element while the
radiation sub-element method dlightly under-predicts
the temperature there. The integration method used 16
Gauss points to obtain this solution, significantly more
than was necessary for the first test problem. This
higher accuracy scheme was necessary because of the
geometry associated with test problem 2, namely large
surfaces separated by a small distance. Thisisa

common problem in radiation heat transfer and view
factor calculations and is discussed in many view factor
references.

1025
1005 T
985 T
965 T
945 1
925 T
905 T
885 T
865
845 3
825 t t t t T

—*— cubic spline
integration method
—* exact

x/L

Figure 13: IM vs. RSE resultsfrotest problem 2.

Several additional finite element analyses were
performed to compare these methods to traditional
methods for computing radiation heat transfer. Each
test problem was analyzed using the traditional finite
element approachHinear shape functions for the
temperature field with the radiation heat flux assumed
constant over each element. Each surface was
subdivided into a number of linear elements and the
mesh was refined until the error indicator was reduced
to the level produced by the higher-order methods.
Table 1 lists the number of linear elements required to
match the solution accuracy of the new methods. The
traditional approach required 10 elements for test
problem 1 and 17 elements for test problem 2 to match
the error indicator for a single element using the cubic
spline radiation sub-element method. Similarly, the
traditional approach required 46 elements for test
problem 1 and 42 elements for test problem 2 to match
the error indicator for a single element using the
integration method. These traditional analyses were
carried out using atotally separate computer code
previously developed by the author. This code had very
little similarity to the code used to develop the higher
order methods, so no attempt was made to compare the
computational costs (run times) for the methods.

Table 1: Number of linear elementsrequired to
match the accuracy of asingle p = 6 element using
the RSE and IM methods.

Radiation sub-element
Test method Integration
problem (cubic spline curve fit) method
1 10 46
2 17 42
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Three-Dimensional Test Problem

Based on the results from the two-dimensional test
problems, the cubic spline curve fit RSE and integration
methods were implemented in a three-dimensional
finite element code. The test problem for this case,
shown in Figure 14, consists of two parallel six-inch
square plates separated by a distance of six inches. The
top plate is held at 1000°F and there is no conduction in
either plate. The emissivity of both platesis 1.0 so that
the analytical solution could be obtained:

1

uz
dX dy
G

& 36
T(X, y) =1000 & 5
§opl(x- )7 +(y- y)? +36|

A surface plot of this solution is shown in Figure 15.

A dlightly different method was used to measure the
accuracy of the solutions for thistest problem so that
comparison with h-refinement could be made. The L?
norm of the error for element K is:

"qﬁz(K) = Q (Tanalylic - Tfinite elemem)zdx dy

The error for the problem is found by taking the square
root of the sum of all the element errorsin the domain

W
"qﬁz(v\/) :\ éK d|i2(}<)

Solutions for this problem were generated using h-
refinement with the traditional radiation approach
(isothermal surfaces with uniform radiation heat flux);
L? norms for these cases are shown in Table 2. The
amount of mesh refinement was limited by limitations
in the view factor software; however, the cases
presented give a good indication of how quickly the
error drops with h-refinement. Results for the radiation
sub-element method are presented in Table 3. The data
indicate that increasing the interpolation function gives
more accurate solutions for a given number of degrees
of freedom. However, the integration method provides
the best accuracy asthe datain Table 4 show. Only the
even polynomial results are presented because the
solution is an even function, and the odd polynomials
do not improve the solution accuracy. Note that using a
single element with a polynomial of order 2 (in each
direction) with the integration method provides a
solution more accurate than any of the other
approaches. For nine degrees of freedom, the h-
refinement L? error norm is 19.45, the radiation sub-
element method with nine degrees of freedom has an L?
error norm of 1.97 and the integration method with nine
degrees of freedom has an L? error norm of 0.23. Inall
cases, for agiven number of degrees of freedom, the
integration method produces the lowest error followed
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by the radiation sub-element method with the h-
refinement method giving the largest error.

/44— 6in. ———p,

V4
4 7
6in.
e=1
e
6in T=1000°F
L e=1
P X

Figure 14: Parallé plates under radiation
equilibrium conditionswith the lower plate held at a
uniform temperature.

Figure 15: Analytical solution for 3-D test problem.

Table 2: Error normsfor h-refinement using the
traditional radiation method.

Number of Number of L error
p=1elements | degrees of norm
freedom

1 4 19.4522

4 9 19.4522

9 16 9.74385

16 25 6.51942

25 36 4.65848

36 49 3.56349

49 64 2.83546

64 81 2.32688

81 100 1.95422
100 121 1.67149
400 441 0.59645
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Table 3: Error normsfor p-refinement using the
radiation sub-element method.

Order of Number of L2 error
element (p) degrees of norm
freedom
1 4 19.4522
2 9 1.96614
3 16 1.10128
4 25 0.73404
5 36 0.52810
6 49 0.40612

Table 4: Error normsfor p-refinement using the
integration method.

Order of Number of L? error
element (p) degrees norm
Of freedom
1 4 19.4547
2 9 0.23185
4 25 0.00789
6 49 0.00081

CONCLUSIONS

Two methods for determining internal radiation heat
transfer have been developed for higher-order finite
elements. The first method divides the higher-order
element into a number of sub-elements, cal culates the
radiant heat flux on the sub-elements using traditional
methods, and then curve fits this data to determine the
radiation heat flux along the higher-order parent
element. The second method numerically integrates the
radiation heat transfer equations over the higher-order
element using an efficient Gaussian integration scheme.
Comparisons with analytical solutions show that the
integration scheme is generally more accurate than the
sub-element method. Comparisons of these resultsto
those of traditional linear finite elements demonstrate
the potential for improved computational performance
given arequired level of accuracy.
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